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ONLINE BARRIERS  
is proud to present the OB LWS125X CANTILEVER GATE.  The latest  
all-steel monocoque manufactured automated gate system. 
 
The OB LWS125X CANTILEVER GATE is a heavy duty all steel 
automatic sliding gate, designed for strength and reliability, while  
providing one of the safest gate systems on the market today. 
This is achieved through simplifying the gate operation and offering 
a wide variety of modular access control features such as keypads, 
intercoms, remote controls and  readers. 
 
The OB LWS125X CANTILEVER GATE is a highly effective 
method of controlling traffic access and egress,  which can 
be installed at your existing premises and integrate with your current  
perimeter security. Safety is paramount, which is why Online Barriers  
incorporates one of the most advanced motor control systems available 
within the market place today. 
 
The OB LWS 125X CANTILEVER GATE requires minimal site  
preparation and offering rapid installation. Our entire range is supported 
by a very experienced network of access control engineers who will 
consult with you before, during and after the installation.  O
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Benefits 
 

Large range 
Online Barriers offer a range of 
non standard gate infill's,  
including coated mess, box section 
steel, and steel cladding. 
 
Each of the types of gate, from 5 
to 13 m,  and is equipped with 
very latest PLC controlled  
motorisation. 

 
Security 
All cantilever systems are 
designed to provide a high level of 
security.   
 
The distance between the vertical 
bars is 100 mm, to prevent  
climbing through.   

 
 
Strength 
Online Barriers gates are  
extremely rigid due to their  
monocoque construction.  All  
gates are fabricated from single 
lengths of steel,  ensuring 
seamless smooth operating cycles.  

 
Pre-assembled 
Online Barriers cantilever sliding 
gates are fully pre-assembled  
ensuring a rapid and smooth  
installation on the site.  

T E C H N I C A L   S P E C I F I C A T I O N S  

a - 105mm 
b - 125mm 
c -  6 mm 
 

C a n t I l e v e r  S y s t e m  
 
¶ cold-rolled hot-dip galvanised steel rail 

¶ galvanised rolling gear with ball bearing rollers 

¶ adjusting bolts for easy alignment 

¶ impervious to damp, snow and ice 

¶ trackless 

¶ concave rail wall design provides added strength 

¶ suited for uneven road surfaces 

¶ low maintenance design 
 

 

material 
hot-dip galvanised steel 

band QSTE 420 TM 

rail measurements 105/125/5 mm  

Surface hot-dip galvanised steel band 

carrying power 150 kg/lfm/ max 1130 kg 

gate frequency 600 cycles/day  

Weight 15,kg/lfm  

max. passage width 9000 mm  

max. gate length 12000 mm  

distance from ground 110 mm  



 

 

Strong 
Solid and stable construction permits 

smooth movement of even 

the largest and heaviest gates. 
Durable 
Using hot-dip galvanised steel 

makes the cantilever sliding gate 

system impervious to damp, snow 

and ice. 

G a t e  C o n s t r u c t i o n   
 

¶ frame      80 x 120 x 5 mm 

¶ infill frame     30 x 30 x 2mm/ 60 x 60 x 3 mm section 

¶ distance between bars  110 mm 

¶ guiding posts    100 x 100  X 3 mm 

¶ end post  bridge   100 x 100 x 3 mm 

¶ base plates    12mm 

¶ steel protection   degreased/ cold galvanised coating 
      epoxy primed & two final paint coatings  

T E C H N I C A L   S P E C I F IC A T I O N S  
Benefits 
 
 
Safety 
All cantilever systems are  
designed to provide the highest level 
of safety.  Each gate has soft edges on 
all hazardous edges and dual level 
safety photocells as standard. 
An anti-crash sensor ensures the 
system will automatically  stop if an 
obstacle is detected, both opening and 
closing cycles.  Warning LEDs are fitted 
as standard. 

 
Access Control & Accessories 
Online Barrier cantilever sliding gates 
are designed to be used with most 
access control systems including: 
 

¶ remote controls 

¶ swipe cards 

¶ digital keypads 

¶ induction loops 

¶ video Intercoms 

¶ audio Intercoms 

¶ GSM Intercoms 

¶ proximity readers  

¶ lower rail skirt 

¶ contact buttons 

¶ key switches 

 
Applications 
¶ public buildings 

¶ workshops 

¶ factories 

¶ airports/ ports 

¶ government buildings 

¶ military/ police sites 

¶ transport hubs 
 

G a t e  &  E n t r a n c e  D I m e n s I o n s    
 
Entrance     Over All Gate Length 
5000 mm   -  7100 mm 
6000 mm   -  8500 mm 
7000 mm   -  10000 mm 
8000 mm   -  10600 mm 
9000 mm   -  12000 mm  
>90000 mm   -  email  for details    



 

 

T E C H N I C A L   S P E C I F IC A T I O N S  
Power & Control 

Motor 
The OB LWS125X CANTILEVER GATE is powered by the latest most durable and reliable operators ever made.  At the core of the operator 
ƛǎ ŀ нп Ǿƻƭǘ ƘƛƎƘ ǘƻǊǉǳŜ ƳƻǘƻǊΦ  ¢Ƙƛǎ ƳƻǘƻǊ ƛǎ ŎƻƴǘǊƻƭƭŜŘ ōȅ ǘƘŜ ǾŜǊȅ ƭŀǘŜǎǘ ŀŘǾŀƴŎŜŘ ΨtƭǳƎ ŀƴŘ tƭŀȅΩ [/5 ƛƴǘŜǊŦŀŎŜΣ ŜƴǎǳǊƛƴƎ programming 
is quick and effortless.   

 
Main Features 

¶ Battery backup 
 In the event of a mains power failure 

¶ Speed adjustment > 26m/min 
 Rapid opening or tempered closing 

¶ Pillar Light Controls/ pre flash warning 

¶ Positive close 
 
Controller Features 

¶ Multiple modes of operation 
 Standard 
 Multi-user 
 Condominium 

¶ Integrated ChronoGuard 7 day timer functionality  

¶ CE rated 

 
Optional Auxiliaries 

¶ Pedestrian opening 

¶ Remote gate status 

¶ Holiday lockout 

¶ Free-exit facility 

 
 

  Input Voltage 220V ± 10% 50Hz 

  Motor Voltage 24V DC 

  Motor Power supply Batter driven (std capacity - 2 x 7Ah 

  Battery Charger 2A @ 27.5V 

  Current consumption (mains) 170mA 

  Current consumption (motor at rated load) 4A 

  Operator push force - start 40kgf 

  Operator push force - rated 30kgf 

  Gate mass maximum 1000kg 

  Gate speed (varies with load) 22 - 26m/min 

  Manual override Lockable lever with key release 

  Maximum operations per day 750 

  Duty cycle - mains present 45% 

  Operations in standby with 7ah battery   

   Half day 87 

  Full day 69 

  Collision Sensing Electronic 

  Operating temperature range -15°C to +50°C 

  Onboard receiver type 
NOVA rolling code (keelogÊ protocol) 
multi channel 

  Receiver code storage capacity 500 transmitter buttons 

OB LWS125 X  -  Cantilevered Gate  

Online Barriers also provide a range of other access control systems including: 
 

¶ Automatic bollards 

¶ Automatic barriers 

¶ Conventional swing and sliding gates 

¶ Bi folding speed gates 

¶ Rising  kerbs 

¶ Turnstiles 

¶ Railings 

¶ Fencing systems 

¶ Access Control Solutions 

CE marked, force tested and built to conform to the  European Standards: 
EN 13241-1:2003 Industrial, commercial & garage doors and gates 
EN 12424/ 12444 Industrial, commercial & garage doors and gates 
EN12453/ 12445 Safety in use of power operated doors 
EN 12604/ 12605 Mechanical aspects requirements 


